1.1 Integrating palettes in LabVIEW

The directory is called elc_2014, the year from which our V.I. were distributed as pallets.
The V.I are compiled with LabVIEW 2018.

With Windows Explorer, copy the folder elc_2014 to: :
“C:\Program Files (x86)\National Instruments\LabVIEW 20xx\instr.lib”

Check the appearance of elc pallets
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To make sure that a subdirectory does not appear on the palette, just rename it by
= starting the name with a hyphen ()



If the pallet set does not appear correctly:

Tools>Advanced> Edit Pallet Set

LabVIEW charge un jeu
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Right click on the defective pallet; then
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1.2 Integration of custom error codes

For LabVIEW's recognition of the error codes of elc products, and the interactive display of
these, it is necessary to copy the file:

elc-errors.txt

In the file
“C:\Program Files (x86)\National Instruments\LabVIEW 20xx\user.lib\errors”

f!} If you have already set custom error codes, they will be overwritten.

To activate it:

Tools »Advanced» Edit error codes.

i) Sans titre - Editeur de codes d'erreur x|

Fichier Edition Aide

Mom de la gamme {nom localisé stocké dans le menu déroulant d'erreurs)

Mom affiché pour la gamme {nom localisé visible dans le menu déroulant d'erreurs)

Commenkaires sur ce Fichier

B x|
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Voulez-vous créer un Fichier de codes d'erreur ou ousrir un Ficher existant 7

— Erreurs— Mouveau Existant |
Code

e
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Remarque : Les changements apportés auy fichiers texte de codes d'erreur ne seront appliqués qu'au
redémarrage de LabYIEW,

Enreqiskrer Fermer | Aide |

Click Existing, then point to elc-errors.txt

We have reserved the numbers 5000 to 5050 for our products.



=] User-errors.txt - Editeur de codes d x|

Fichier Edition  Aide

Mom de la gamme (nom localisé stocké dans le menu déroulant d'erreurs)
Gamme Erreurs ELC

Mom affiché pour la garmme (nom localisé wisible dans le menu déroulant d'erreurs)

Garme Erreurs ELC

Commentaires sur ce fichier

Paur

Exécutable GF467-E2 =2 5000 4 5009

ALR 3220 == 5010 35020

Banc test réglage final GF467 avec scope Fluke . 5031 & 5054
Mouveausx produits el (ALR3Z206, etc..) == S020-5030, 5035-5050

—Erreurs
Code Texte L +
5010 I Mode Local @ Appuyez sur 2nd, puis LOCAL pour passer en Remate, —
5011 Tension Hors Limikes, _I ‘1
g01z Tension = OVP, e |
5013 Zaurant Hors Limites,
5014 Courant » OCP, X
5015 OWP Hors Limites, o
016 OCP Hars Limites. Rd

Remargue : Les changements apporkés aux fichiers texte de codes d'erreur ne seront appliqués qu'au
redémarrage de LabvIEW,

Enregistrer Fermer | fide |

If you want your own error codes to appear at the same time as ours, it will be necessary to
concatenate the error files, according to the following format:

<nierror code="5050">

</nierror>
<nierror code="5051">

insert your first error code here
</nierror>
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